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1
CLIP AND COUPLING ASSEMBLY

TECHNICAL FIELD

The present disclosure relates to a clip and a coupling
assembly.

BACKGROUND

Many assemblies use fasteners, such as clips and snap fit
fasteners, to couple parts together. It is useful to develop aclip
that can engage a snap fit fastener in order to couple parts
together. It is also useful to minimize the force necessary to
couple the snap fit fastener to the clip and to maximize the
force necessary to decouple the snap fit fastener from the clip.

SUMMARY

The present disclosure relates to a clip capable of being
coupled to a snap fit fastener in order to couple two parts
together. By using the presently disclosed clip, the force
necessary to couple the snap fit fastener to the clip is mini-
mized and the force necessary to decouple the snap fit fastener
from the clip is maximized. Consequently, the clip can be
couple and decouple from the snap fit fastener multiple times.

In an embodiment, the clip includes a substantially
u-shaped clip portion. The substantially u-shaped clip portion
includes a first lateral portion, a second lateral portion, and a
curved clip portion interconnecting the first and second lat-
eral portions. The clip further includes a retention clip portion
extending from the first lateral portion. Additionally, the clip
includes an insertion clip portion extending from the reten-
tion clip portion. The insertion clip portion is obliquely
angled relative to the retention clip portion.

The present disclosure also relates to a coupling assembly.
In an embodiment, the coupling assembly includes a first
component and a second component. The second component
includes a component body. The second component defines
first and second cavities spaced apart from each other. Fur-
ther, the second component includes a dividing wall extend-
ing from the component body. The dividing wall separates the
first and second cavities. The coupling assembly further
includes a snap fit fastener extending from the first compo-
nent. The snap fit fastener includes an elongated support
extending from the first component. Further, the snap fit fas-
tener includes a snap fit overhang extending from the elon-
gated support. The snap fit overhang defines a retention sur-
face and is at least partly disposed in the first cavity. The
coupling assembly further includes a clip as described above.
The substantially u-shaped clip portion of the clip is at least
partially disposed in the second cavity of the second compo-
nent. The retention clip portion of the clip is in contact with
the retention surface in order to couple the first component to
the second component. The present disclosure also relates to
a vehicle body including the coupling assembly described
above.

The above features and advantages and other features and
advantages of the present invention are readily apparent from
the following detailed description of the best modes for car-
rying out the invention when taken in connection with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic, perspective view of a coupling
assembly including a first component, a snap fit fastener
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extending from the first component, a second component, and
a clip partially disposed within the second component;

FIG. 2 is a schematic, cross-sectional side view of the
coupling assembly shown in FIG. 1;

FIG. 3 is a schematic, enlarged, cross-sectional side view
of the coupling assembly shown in FIG. 1, taken around
section 3 of FIG. 2;

FIG. 4 is a schematic, perspective view of the clip shown in
FIG. 1,

FIG. 5 is a schematic, side view of a coupling assembly in
accordance with another embodiment of the present disclo-
sure;

FIG. 6 is a schematic, perspective view of a coupling
assembly in accordance with another embodiment of the
present disclosure;

FIG. 7 is a schematic, cross-sectional side view of the
coupling assembly shown in FIG. 6;

FIG. 8 is a schematic, perspective view of a clip in accor-
dance with another embodiment of the present disclosure;
and

FIG. 9 is a schematic, perspective view of a clip in accor-
dance with another embodiment of the present disclosure.

DETAILED DESCRIPTION

Referring to the drawings, wherein like reference numerals
are used to identify like or identical components in the various
views, FIG. 1 schematically illustrates a portion of a vehicle
body 100, such as a car body, including a first component 102
and a second component 104. The first and second compo-
nents 102, 104 may be panels and, as such, may be referred to
as first and second panels. The vehicle body 100 further
includes a coupling assembly 106 for coupling the first com-
ponent 102 to the second component 104. The coupling
assembly 106 includes a snap fit fastener 108 extending from
the first component 102, and a clip 111 fixed relative to the
second component 104. The first and second components
102, 104 may be part of the coupling assembly 106. As
described in detail below, the clip 111 can contact the snap fit
fastener 108 in order to couple the first component 102 to the
second component 104.

With reference to FIGS. 1 and 2, the first component 102
defines a first component surface 110 and a second compo-
nent surface 112 (FIG. 2) opposite the first component surface
110. The first component 102 may be made using an injection
molding process and, as a consequence, may define a com-
ponent hole 114 extending from the first component surface
110 to the second component surface 112. However, it is
envisioned that the first component 102 may not have the
component hole 114.

The snap fit fastener 108 may extend from the second
component surface 112 of the first component 102 in a direc-
tion away from the first component surface 110. The first
component 102 may be integrally formed with the snap fit
fastener 108. As such, the snap fit fastener 108 and first
component 102 may collectively form a monolithic or unitary
structure (i.e., a one-piece structure). The snap fit fastener 108
includes an elongated support 116, such as a beam, arm,
column or plate, coupled to the first component 102. The
elongated support 116 may be cantilevered from the first
component 102. Accordingly, the elongated support 116 may
also be referred to as a cantilevered support, a cantilevered
beam, a cantilevered arm, a cantilevered column, or a canti-
levered plate. In the depicted embodiment, the elongated
support 116 extends along a longitudinal axis S (FIG. 2) and
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includes a first end portion 120 directly secured to the first
component 102 and a second end portion 122 opposite the
first end portion 120.

The snap fit fastener 108 additionally includes a snap fit
overhang 124 (or any other suitable retaining feature) extend-
ing from the elongated support 114. Specifically, the snap fit
overhang 124 extends from the second end portion 122 of the
elongated support 116.

With reference to FIG. 3, the snap fit overhang 124 defines
an insertion surface 126 obliquely angled relative to the lon-
gitudinal axis S. In particular, the insertion surface 126 is
angled relative to the longitudinal axis S at an insertion angle
a. The insertion angle o is an oblique angle. As a non-limiting
example, the insertion angle o may range between 15 and 30
degrees. For example, the insertion angle o may be about 25
degrees. The aforementioned examples of the insertion angle
a are useful to minimize the force necessary to couple the
snap fit fastener 108 to the clip 111. The insertion angle a is
directly proportional to the insertion force I required to insert
the snap fit overhang 124 into a first cavity 128 defined by the
second component 104 and the clip 111 when the clip 111 is
partially disposed in a second cavity 130 of the second com-
ponent 104. In other words, if the insertion angle o is
increased, the insertion force I increases. Conversely, if the
insertion angle o is decreased, the insertion force I is
decreased. While assembling the coupling assembly 106, the
snap fit fastener 108 can be moved toward the first cavity 128
partially defined by the second component 104 when the clip
111 is partially disposed in the second cavity 130. Continued
movement of the snap fit fastener 108 toward the first cavity
128 eventually causes the insertion surface 126 to contact the
clip 111. Specifically, continued movement of the snap fit
fastener 108 toward the first cavity 128 causes the insertion
surface 126 to slide along the clip 111. While the insertion
surface 126 slides relative to the clip 111, the clip 111 may
elastically deform but, eventually, the clip 111 returns to its
original shape, thereby coupling the first and second compo-
nents 102, 104 together.

With continued reference to FIG. 3, the snap fit overhang
124 further defines a first retention surface 132 and a second
retention surface 134 directly intersecting the first retention
surface 132. The second retention surface 134 may be
obliquely angled relative to the first retention surface 132 and
the longitudinal axis S. The first and second retention surfaces
132, 134 are configured to contact the clip 111 when the snap
fit overhang 124 is at least partially disposed in the first cavity
128 in order to couple the snap fit fastener 108 to the clip 111.
The first retention surface 132 is angled relative to the longi-
tudinal axis S. In particular, the first retention surface 132 is
angled relative to the longitudinal axis S at a retention angle
[. The retention angle [} may be an oblique angle. As non-
limiting examples, the retention angle § may range between
110 and 80 degrees. For example, the retention angle § may
be about 100 degrees. The aforementioned examples of the
retention angle f§ are useful to facilitate retention of the snap
fit overhang 124 within the first cavity 128. The retention
angle f§ is indirectly proportional to the extraction force R
necessary to remove the snap fit overhang 124 from the first
cavity 128 while the clip 111 is at least partially disposed in
the second cavity 130. In other words, if the retention angle 3
is increased, the extraction force R is decreased. Conversely,
if the retention angle 3 is decreased, the extraction force R is
increased. While decoupling the first and second components
102, 104, the extraction force R is applied to the snap fit
fastener 108 (or the second component 104). At this point, the
first retention surface 132 contacts the clip 111, thereby inhib-
iting the snap fit overhang 124 from being removed from the
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first cavity 128. However, sufficient extraction force R can be
applied to the snap fit fastener 108 (or the second component
104) to remove the snap fit overhang 124 from the first cavity
128, thereby decoupling the first component 102 from the
second component 104. The snap fit overhang 124 may only
include the first retention surface 132 and, thus, the first
retention surface 132 may be referred to as the retention
surface.

With reference to FIG. 4, the clip 111 includes a substan-
tially u-shaped clip portion 136, a retention clip portion 138
extending from the substantially u-shaped clip portion 136,
and an insertion clip portion 140 extending from the retention
clip portion 138. As used herein, the term “substantially
u-shaped clip portion” means a portion of the clip 111 which
shape approximates the shape of the letter “U.” The substan-
tially U-shaped clip portion 136 is configured, sized, and
shaped to be at least partially received in the second cavity
130 (FIG. 2) and includes a first lateral portion 144, a second
lateral portion 146, and a curved clip portion 142 intercon-
necting the first and second lateral portions 144, 146. The
curved clip portion 142 may have a concave shape and, as
such, may be referred to as the concave clip portion 142. In the
depicted embodiment, the curved clip portion 142 directly
couples the first lateral portion 144 to the second lateral
portion 146. The first and second lateral portions 144, 146 are
not necessarily parallel to each other and may have a substan-
tially straight or planar shape. It is contemplated, however,
that the first and second lateral portions 144, 146 may be
curved.

The clip 111 may further include at least one protrusion
148 extending from the second lateral portion 146. In the
depicted embodiment, the clip 111 includes two spaced apart
protrusions 148 extending from the second lateral portion
146. The protrusions 148 may be obliquely angled relative to
the second lateral portion 146. Moreover, the protrusions 148
are configured to be inserted in the second component 104 to
secure the clip 111 to the second component 104. Although
the depicted embodiment shows two protrusions 148, it is
envisioned that the clip 111 may include more or fewer pro-
trusions 148.

With continued reference to FIG. 4, the retention clip por-
tion 138 extends from the first lateral portion 144 and may be
obliquely angled relative to the first lateral portion 144. It is
contemplated, however, that the retention clip portion 138
may be perpendicular to the first lateral portion 144. A first
elbow 150 may interconnect the first lateral portion 144 and
the retention clip portion 138. When the substantially
u-shaped clip portion 136 is at least partially disposed in the
second cavity 130 (FIG. 2) and the snap fit overhang 124 is at
least partially disposed in the first cavity 128, the retention
clip portion 138 contacts (or otherwise engages) the first
retention surface 132, thereby inhibiting the snap fit fastener
108 from decoupling from the clip 111 and the second com-
ponent 104. Alternatively or additionally, a second elbow
152, which interconnects the retention clip portion 138 and
the insertion clip portion 140 contacts (or otherwise engages)
the first retention surface 132, thereby inhibiting the snap fit
fastener 108 from decoupling from the clip 111 and the sec-
ond component 104.

With continued reference to FIG. 4, the insertion clip por-
tion 140 extends from the retention clip portion 138 and may
be obliquely angled relative to the retention clip portion 138.
The second elbow 152 may interconnect the retention clip
portion 138 and insertion clip portion 140. It is contemplated
that the second elbow 152 may contact at least a portion of the
second retention surface 134 to help retain the snap fit over-
hang 124 in the first cavity 128 partially defined by the second
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component 104. When the snap fit overhang 124 is being
inserted in the first cavity 128, the insertion clip portion 140
contacts the insertion surface 126 as the snap fit overhang 124
slides along the clip 111 and elastically deforms the clip 111.
As discussed above, the clip 111 returns to its original shape
(after the elastic deformation) once the snap fit overhang 124
is at least partially disposed in the first cavity 128 of the
second component 104 as shown in FIG. 3.

With reference again to FIGS. 1-3, the second component
104 includes a component body 154, a first abutment wall
156, a second abutment wall 158 spaced apart from the first
abutment wall 158, and a dividing wall 160 separating the first
cavity 128 from the second cavity 130. The first abutment
wall 156 is configured to contact at least a portion of the snap
fit fastener 108. For example, the first abutment wall 156 may
be in contact with the elongated support 116. Consequently,
the first abutment wall 156 supports at least a portion of the
snap fit fastener 108. In particular, the first abutment wall 156
may be in contact with at least a portion of the snap fit
overhang 124 and the elongated support 116. Moreover, the
first abutment wall 156 partially defines the first cavity 128.
The second component 104 may further include a first rib 162
for supporting the first abutment wall 156. The first rib 162
may extend from the component body 154.

The second component 104 may further include a second
rib 164 for supporting the second abutment wall 158. The
second rib 164 extends from the component body 154. In the
depicted embodiment, two ribs (i.e., second ribs 164) support
the second abutment wall 158. The second abutment wall 158
partially defines the second cavity 130 and may be in contact
with the second lateral portion 146.

The dividing wall 160 extends from the component body
154 and is disposed between the first and second abutment
walls 156, 158. Accordingly, the dividing wall 160 partially
defines the first and second cavities 128, 130 of the second
component 104. When the clip 111 is partially disposed in the
second cavity 130, the substantially u-shaped portion 136
may contact the dividing wall 160, second abutment wall 158,
and component body 154. For example, the first lateral por-
tion 144 contacts the dividing wall 160, the curved clip por-
tion 142 contacts the component body 154, and the second
lateral portion 146 contacts the second abutment wall 158
when the clip 111 is partially inserted in the second cavity
130. The protrusions 148 penetrate the second abutment wall
158 when the clip 111 is partially disposed in the second
cavity 130, thereby securing the clip 111 to the second com-
ponent 104. A third rib 165 may extend from the component
body 154 and support the dividing wall 160. In the depicted
embodiment, two ribs (i.e., third ribs 165) support the divid-
ing wall 160.

The present disclosure also relates to a method of coupling
the first component 102 to the second component 104. The
method may include the following steps. First, the clip 111 is
partially disposed in the second cavity 130 of the second
component 104 such that the substantially u-shaped clip por-
tion 136 is at least partly disposed in the second cavity 130. At
this point, the protrusions 148 penetrate the second abutment
wall 158. Then, the snap fit fastener 108 (which extends from
the first component 102) is moved toward the first cavity 128
of the second component 104 in order to place the snap fit
overhang 124 in the first cavity 128. Alternatively, the second
component 104 can be moved toward the snap fit fastener 108
in order to place the snap fit overhang 124 in the first cavity
128. Regardless, when the snap fit fastener 108 is moved
toward the first cavity 128 (or vice-versa) the insertion surface
126 of the snap fit overhang 124 slides along the insertion clip
portion 140, causing the clip 111 to elastically deform to
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allow the snap fit overhang 124 to move toward the first cavity
128. The snap fit fastener 108 is further advanced toward the
first cavity 128 until at least a portion of the retention clip
portion 138 is over the first retention surface 132 of the snap
fit overhang 124. Thus, the retention clip portion 138 is dis-
posed over the snap fit overhang 124. At this point, the reten-
tion clip portion 138, the second elbow 152, or both may
contact the first retention surface 132 of the snap fit overhang
124. The second elbow 152 may also contact the second
retention surface 134.

The first component 102 may be decoupled from the sec-
ond component 104 by applying the extraction force R to the
snap fit fastener 108 (or to the second component 104) in
order to remove the snap fit overhang 124 from the first cavity
128. To facilitate removal of the snap fit overhang 124 from
the first cavity 128, a force may be applied to the clip 111 in
the direction indicated by arrow F. For example, the force
indicated by the arrow F may be applied to the insertion clip
portion 140 to elastically deform the clip 111, thereby facili-
tating removal of the snap fit overhang 124 from the first
cavity 128 at least partially defined by the second component
104.

FIG. 5 schematically illustrates a coupling assembly 206 in
accordance with another embodiment of the present disclo-
sure. The coupling assembly 206 is substantially similar to
the coupling assembly 106 described with respect to FIGS.
1-3, except that the second component 204 does not include
the first abutment wall 156 and the snap fit overhang 108 does
not contact the clip 111. Rather, another fastener or device
(not shown) is used to fix the position of the first component
102 relative to the second component 204. The clip 111 and
the snap fit fastener 108 are used to avoid separation of the
first component 102 from the second component 204 when an
extraction force R is applied to the snap fit fastener 108 (or the
second component 204). For this reason, the snap fit overhang
124 does not necessarily contact the clip 111, and an abutment
wall is not necessary to support the snap fit fastener 108.

FIGS. 6 and 7 schematically illustrate a coupling assembly
306 in accordance with another embodiment of the present
disclosure. The coupling assembly 306 is substantially simi-
larto the coupling assembly 106 described above with respect
to FIGS. 1-3, except that the snap fit fastener 308 is different
from the snap fit fastener 108 and the second component 304
does not include an abutment wall supporting the snap fit
fastener 308. The snap fit fastener 308 includes a box 366
extending from the first component 302 and a snap fit over-
hang 324 extending from the box 366. The box 366 includes
abox wall 368 defining a box opening 370. The box wall 368
may completely define the box opening 370. As such, the box
wall 368 surrounds the box opening 370. The snap fit over-
hang 324 extends from the box wall 368 toward the box
opening 370 and includes an insertion surface 326, a first
retention surface 332, and a second retention surface 334. The
clip 111 can contact the first and second retention surfaces
332, 334 to maintain the clip 111 coupled to the snap fit
fastener 308.

FIG. 8 schematically illustrates a clip 411 in accordance
with another embodiment of the present disclosure. The clip
411 is substantially similar to the clip 111 described above
with respect to FIG. 4, except that the clip 411 includes
additional protrusions 448 extending from the substantially
u-shaped clip portion 136. Specifically, the protrusions 448
extend from the curved clip portion 142 and are configured to
penetrate the dividing wall 160 (FIG. 2) to secure the clip 411
to the second component 104 (FIG. 2). Although the depicted
embodiment shows two protrusions 448, the clip 411 may
include more or fewer protrusions 448.
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FIG. 9 schematically illustrates a clip 511 in accordance
with another embodiment of the present disclosure. The clip
511 is substantially similar to the clip 111 described above
with respect to FIG. 4, except that the clip 511 includes an
additional curved clip portion and one additional lateral por-
tion. In particular, the clip 511 includes a first curved clip
portion 142 and a second curved clip portion 572 extending
from the second lateral portion 146. The second curved clip
portion 572 may be concave and, as such, may be referred to
as a second concave clip portion. Moreover, the second
curved clip portion 572 is configured, shaped, and sized to be
disposed over the second abutment wall 158 (FIG. 1) when
the first curved clip portion 142 is disposed in the second
cavity 130 of the second component 104 (FIG. 2).

The clip 511 further includes a third lateral portion 574
extending from the second curved clip portion 572. The third
lateral portion 574 can engage (e.g., contact) the second abut-
ment wall 158 (FIG. 2) when the first curved clip portion 142
is disposed in the second cavity 130 of the second component
104 (FIG. 2). Furthermore, the clip 511 includes protrusions
548 extending from the third lateral portion 574 in a direction
toward the second lateral portion 146. The protrusions 548 are
obliquely angled relative to the third lateral portion 574 and
can penetrate the second abutment wall 158 (FIG. 1) when the
first curved clip portion 142 is disposed in the second cavity
130 of the second component 104 (FIG. 2), thereby securing
the clip 511 to the second component 104 (FIG. 2). Although
the depicted embodiment shows two protrusions 548, it is
contemplated that the clip 511 may include more or fewer
protrusions 548.

While the best modes for carrying out the invention have
been described in detail, those familiar with the art to which
this invention relates will recognize various alternative
designs and embodiments for practicing the invention within
the scope of the appended claims.

The invention claimed is:

1. A clip for coupling components together, the clip com-
prising:

a substantially u-shaped clip portion, wherein the substan-
tially u-shaped clip portion includes a first lateral por-
tion, a second lateral portion, and a curved clip portion
interconnecting the first and second lateral portions;

a retention clip portion extending from the first lateral
portion; and

an insertion clip portion extending from the retention clip
portion, wherein the insertion clip portion is obliquely
angled relative to the retention clip portion.

2. The clip of claim 1, further comprising at least one

protrusion extending from the second lateral portion.

3. The clip of claim 2, wherein the at least one protrusion is
obliquely angled relative to the second lateral portion.

4. The clip of claim 3, wherein the retention clip portion is
obliquely angled relative to the first lateral portion.

5. The clip of claim 1, further comprising at least one
protrusion extending from the curved clip portion.

6. The clip of claim 1, wherein the first lateral portion and
the second lateral portion are not parallel to each other.

7. The clip of claim 1, wherein the curved clip portion is a
first curved clip portion, and the clip further comprises a
second curved clip portion coupled to the substantially
u-shaped clip portion.

8. The clip of claim 7, wherein the second curved clip
portion extends from the second lateral portion.

9. The clip of claim 8, further comprising a third lateral
portion extending from the second curved clip portion.

10. The clip of claim 9, further comprising at least one
protrusion extending from the third lateral portion.
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11. The clip of claim 10, wherein the at least one protrusion
is obliquely angled relative to the third lateral portion.

12. A coupling assembly, comprising:

a first component;

a second component including a component body, the sec-
ond component defining first and second cavities spaced
apart from each other, wherein the second component
includes a dividing wall extending from the component
body, the dividing wall separating the first and second
cavities;

a snap fit fastener extending from the first component, the
snap fit fastener including an elongated support extend-
ing from the first component, the snap fit fastener includ-
ing a snap fit overhang extending from the elongated
support, the snap fit overhang defining a retention sur-
face;

a clip including a substantially u-shaped clip portion at
least partially disposed in the second cavity, the substan-
tially u-shaped clip portion including a first lateral por-
tion, a second lateral portion, and a curved clip portion
interconnecting the first and second lateral portions,
wherein the clip further includes a retention clip portion
extending from the first lateral portion and an insertion
clip portion extending from the retention clip portion,
the insertion clip portion being obliquely angled relative
to the retention clip portion;

wherein the retention clip portion is disposed over the
retention surface.

13. The coupling assembly of claim 12, wherein the elon-
gated support extends along a longitudinal axis, the snap fit
overhang defines an insertion surface, and the insertion sur-
face is obliquely angled relative to the longitudinal axis.

14. The coupling assembly of claim 12, wherein the reten-
tion surface is obliquely angled relative to the longitudinal
axis.

15. The coupling assembly of claim 14, wherein the reten-
tion surface is a first retention surface, and the snap fit over-
hang defines a second retention surface obliquely angled
relative to the first retention surface.

16. The coupling assembly of claim 15, wherein the second
retention surface is obliquely angled relative to the longitu-
dinal axis.

17. The coupling assembly of claim 12, wherein the second
component includes a first abutment wall partially defining
the first cavity, and the first abutment wall is in contact with
the elongated support.

18. The coupling assembly of claim 17, wherein the second
component includes a second abutment wall partially defin-
ing the second cavity, and the second lateral portion is in
contact with the second abutment wall.

19. A vehicle body, comprising:

a first component;

a second component;

a snap fit fastener extending from the first component, the
snap fit fastener including an elongated support extend-
ing from the first component, the snap fit fastener includ-
ing a snap fit overhang extending from the elongated
support;

a clip fixed relative to the second component, the clip
including a substantially u-shaped clip portion, the sub-
stantially u-shaped clip portion including a first lateral
portion, a second lateral portion, and a curved clip por-
tion interconnecting the first and second lateral portions,
wherein the clip further includes a retention clip portion
extending from the first lateral portion; and

wherein the retention clip portion is disposed over the snap
fit overhang.



